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Dimensions

Exterior:

Interior:

Door Dimensions:
Weight:

Sq. Footage:

Cu. Footage:
Seats:

Electrical:

Cord Length
Shipping Weight:

Construction

Material:

Heater:

Insulation:
Assembly:

Door Type:
Clearance Required:

51"D x 51"W x 81"H

46%4"D x 48V4"W x 7434"H
224 x 743

~450 lbs.

15.7

97.6

2 Person

120V / 15 Amp / 1700 Watts
or

120V /20 Amp / 2200 Watts
~6'

~560 Lbs. (Palletized)

Clear Hemlock Wood

Sense Mini 1 (15-Amp) or 2 (20-Amp)
134" in Ceiling and Walls
“Pin-and-Hook” Wall Locking Sytem
All-Glass, Clear

3" Side and 8" Overhead

Performance

Part Number:
Heater Model:

Dual-Zone Lighting Type:

Control Type:

Warranty

Electric Heater:
Wood Cabinet:
Controls:

9806-6910 or 9806-6920

Sense Mini 1 (1.7kW)

or

Sense Mini 2 (2.2kW)

Zone 1: In-Backrest

Zone 2: Under Bench / Threshold Exterior
Bliss, Color LCD Touchscreen w/ Wi-Fi

5 years
5 years
5 years

Individual Panel Sizes

Length Width
Back Wall 804" 484"
Left Wall (Largest) 803/ 49"
Right Wall (Largest) 803" 49”
Front Panel 804" 51"
Floor 48" 47"
Ceiling 48" 47"
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Halmstad™ 2 Features

Bluetooth® Sound System
Integral state-of-the-art sound with heat-resistant

speakers. Just pair with your Bluetooth®- ready device.

Clear Hemlock Wood
Naturally hypoallergenic with a smooth grain
and light tone, bringing warmth and modern

elegance to the interior and exterior.

Bliss Control Panel & App

A sleek, modern touchscreen and

LED Chromotherapy

Multi-Color LED lighting, designed to . . . .

app offering an intuitive, personalized

enhance mood, energy, and relaxation. . . .
sauna experience—control lighting,

temperature, session time, scheduling,

audio, and more with ease.

All-Glass Front Wall
Designed to open up the space and

welcome natural light.

Heat -Treated Wood Accents

Two-toned wood accents for clean

lines, creating an organic atmosphere.
Sense Mini1or 2 Heater

Available in 120V / 15A or 20A options. Features
IntelliAir™ Technology and ThermoSafe™
siding. For best performance, the 20A model is

recommended with a dedicated circuit.

Integral Flooring

Water-resistant for easy care and cleaning.
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