
Dimensions
Exterior: Base: 61”D x 86”W x 94”H 

Roof: 86”D x 102”W

Interior: 551/2”D x 795/8”W x 79”-84”H

Door Dimensions: 24” x 823/4”

Weight: ~1480 lbs.

Sq. Footage:  30.7

Cu. Footage:  208.4

Seats:   4 Person (Wraparound)

Electrical:     240V / 35 Amp / 8300 Watts

Cord Length N/A

Shipping Weight: ~1775 lbs. (Palletized)

Construction
Material: Clear Hemlock Wood

Heater:  Sense Bliss 8

Insulation: 21/2” In Ceiling and Walls 

Assembly: Screw-and-Bolt Assembly

Door Type: All-Glass, Dark Gray Tint

Clearance Required:   12” Side and 16” Overhead

Exterior Protection: Wood must be Painted or  

Sealed Appropriately

Performance
Part Number: 9630-2302

Heater Model: Sense Bliss 8 (8.3Kw)

Dual-Zone Lighting Type: Zone 1: In-Backrest

Zone 2: External Roof Pucks (x3)

Control Type: Bliss, Color LCD Touchscreen w/ Wi-Fi

Sound Bar: Optional

Warranty
Electric Heater: 5 years

Wood Cabinet: 5 years

Controls:  5 years
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Outdoor Traditional

Individual Panel Sizes
Length Width

Panel 1 861/4” 293/4”

Panel 2 831/2” 34”

Panel 3 81” 413/4”

Panel 4 81” 413/4”

Panel 5 831/2” 34”

Panel 6 861/4” 293/4”

Front Panel (Largest) 84” 791/4”

Base 831/2” 591/2”

Rear Roof Panel 100” 411/2”

Front Roof Panel 100” 411/4”

Optional

Sound Bar

Clear

Hemlock

Tylö Sauna App +

Bliss™ Controls

Multi-Color LED

Chromotherapy

Durable

Steel Roof



Bliss Control Panel & App 
A sleek, modern touchscreen and 

app offering an intuitive, personalized 

sauna experience—control lighting, 

temperature, session time, scheduling, 

audio, and more with ease.

Clear Hemlock, Inside & Out 
Exterior requires weatherproof sealant.  

A durable, naturally hypoallergenic wood with 

smooth grain and 21/2” insulation throughout.

Weatherproof Vinyl Flooring 
Durable and easy to clean, the vinyl 

interior provides a water-resistant 

flooring surface built for the demands  

of outdoor sauna use.

Wraparound Seating 
L-shaped return benching 

offers a spacious, communal 

layout—ideal for stretching out or 

comfortably sharing the sauna 

experience.

Durable Steel Roof 
Long-lasting, weather-resistant steel roof with 5% 

grade and runoff channels to efficiently shed water.

Lulea™
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Heat -Treated Wood Accents 
Two-toned wood accents for clean 

lines, creating an organic atmosphere.

Tylö |  2025 Rev. A

Secure Double-Latch

Dual-Zone Interior/ 
Exterior Lighting 
Independent multi-color 

chromotherapy zones let you 

personalize the atmosphere both 

inside and out—enhancing visibility, 

ambiance, and control.

Tinted Privacy Glass 
A full glass front with tinted privacy glass opens the space, 

lets in natural light, and maintains a sense of seclusion.

Exterior Front Wall Interior Left Wall Top Down View 
w/ Interior Measurements

Note: No pre-drilled pass through hole for 

power. Please contact your authorized Tylö 

dealer for additional information.

Sense Bliss 8 Heater 
Designed in Sweden with 

rapid-heating IntelliAir™ 

Technology, ThermoSafe™ 

siding for enhanced 

safety, and a built-in 

aromatherapy reservoir.


